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Specification

Sensor

Sensor Technology CMOS Color
Manufacturer Sony
Resolution (MPix) 13.00
Resolution (h x v) 4216 x 3160
ADC 8 bit

Color depth (camera) 8 bit

Pixel Class 13 MP

Sensor Size 1/2.45
Shutter Rolling shutter
max. fps in Freerun Mode 30.0

Binning Modes =

Subsampling Modes -

Sensor Model FCB-MA130
Pixel size 1.4 pm

Optical Size 5.900 mm x 4.400 mm

Optical sensor diagonal

Design
Interface
Lens Mount
1/0 In

1/0 Out

1/0 RS-232
1/0 GPIO

1/0 12

IP code
Dimensions H/W /L
Mass

Power supply

Subject to technical modifications

7.36 mm (1/2.17")

IP30

19.0 mm x 31.9 mm x 60.9 mm
429

USB Cable

Page 1 of 2

www.adept.net.au


gabrielle
newlogo_newphones_Nov_2013

gabrielle
Rectangle

gabrielle
Rectangle


1IDS:

UI-3013XC-C

o

g

Subject to technical modifications

1"-32-UN-2B (2.5/3.5 deep)

50
©

e M2.5x4 (4%)

'USB 3.0 connector

M2x4(2x)
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