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Specification

Sensor

Sensor Technology
Manufacturer
Resolution (h x v)
Color depth (sensor)
Color depth (camera)
Pixel Class

Sensor Size

Shutter

max. fps in Freerun Mode
Binning Modes
Subsampling Modes
Sensor Model

Pixel size

Optical Size

Design
Interface

Lens Mount

1/0 In

1/0 Out

1/0 RS-232

1/0 GPIO

1/0 12C
Protection Class
Dimensions H/W /L
Mass

Power supply

Subject to technical modifications

The Machine Vision and Imaging Specialists
® Perth: +61 (08) 9242 5411 Sydney: +61 (02) 9979 2599
L_/ Melbourne: +61 (03) 0384 1775
I U n N KEY Email: sales@adeptturnkey.com.au
Website: http-www adeptturkey com au

Quantum efficiency (%)

CMOS s0%

CMOSIS

2048 x 2048 60%

12 bit

12 bit 0%

4 MP / b\/\1
1" 20 %

Global shutter

75.0 0%
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M/C automatic rereenan o
CMV4000-3E5CT1PP

5.5 pm

11.264 mm x 11.264 mm

USB 3

C-Mount

1 x Opto

1 x Opto

1

2

IP30

29.0 mm x 29.0 mm x 29.0 mm
44 ¢

USB Cable
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