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DETAILED SPECIFICATIONS

MODELS    	 SIMD4  	 SIMD8  	 SIMD12  	 SIMD16 	 SIMD32

Number of Channels 	 2 	 4 	 6 	 8	 16
Number of images	 4	 8	 12	 16	 32

OPTICAL

Optics 		  Single input beam splitting optics 
			   Channels can be fitted with individual filters 
Lenses 		  Nikon F-Mount 
System Aperture 		  f2.8 
Shutter 		  Electro-mechanical 
Distortion 		  Nominally zero 
Channel Registration 		  Within one pixel after software correction 
Intensity Variation 		  Better than 5% across the image 

INTENSIFIER/CCD  
 
Image Sensor 		  ICX285AL 
Active CCD Pixel 		  1360 (H) x 1024 (V) 
Pixel Size 		  6.45 µm (H) x 6.45 µm (V)  
Dynamic Range 		  12 bits 
Intensifier 		  18mm High resolution MCP 	
			   Input window Fused Silica 
			   Output window Fibre Optic 
			   Photocathode S25, others on request 
			   Phosphor screen P46 
Gain 		  Variable up to 10,000 
Dynamic resolution 		  >36 lp/mm

TIMING PARAMETERS  
 
System Clock 		  1GHz quartz crystal controlled 
Inherent Delay 		  50ns 
Exposure Mode (each image) 		  Single exposure or multiple exposures (Max. 8) per channel 
Exposure Time 		  3ns - 10ms in 1ns steps independently variable
Interframe Time 		  0ns - 20ms in 1ns steps independently variable
Delay to 1st exposure 		  50ns - 10ms in 1ns steps independently variable
Flash Outputs 		  3ns - 1ms in 1ns steps independently variable
Framing rates 		  up to 1 Billion fps
Separation Time 		  30ns - 20ms in 1ns steps independently variable
(Multiple exposures on same channel) 	  

INPUT/OUTPUT SIGNALS  
 
Trigger 1 		  Electrical signal (BNC connector) 
			   Threshold variable from ± 25V 
			   Positive or Negative polarity, Make/Break 
			   50Ω or 1KΩ termination 
Trigger 2		  Electrical signal (BNC connector) 
			   Threshold variable from ± 25V 
			   Positive or Negative polarity, Make/Break 
			   50Ω or 1KΩ termination 
Timing Monitor Pulses 		  Pulse width (min. 5ns) and position user programmable 
			   TTL into 50Ω 
Flash Trigger Outputs		  Pulse width (min. 5ns) and position user programmable  
			   TTL into 50Ω 
Camera Interface 		  Data and command transfer via 100Mbps ethernet 
			   cable length 10m (standard), other lengths up to 100m available 
			   100FX fibre optic ethernet link (up to 2Km) - optional 
 Software 		  Custom software compatible with Microsoft Windows Operating 	
			   Systems for camera control, image data archiving in various file 	
			   formats. 

ENVIRONMENTAL

Storage temperature 		  -10°C to +50°C 
Operating temperature 		  -5°C to +40°C 
Humidity 		  10 - 90% RH non condensing 
Vibration shock 		  10 - 40 Hz Max. 10g in any direction  
EMC 		  Meets all EC harmonized standards 
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Capable of up to 1 Billion Frames Per Second using 

ultra high resolution image intensifiers, no-comprise 

optical design, and state-of-the-art electronics taking 

ultra high-speed framing to the next level.

High Resolution Multi-Channel Framing Cameras

SIMXSIM02 SIMD

 	 Up to 16 discrete intensified 		

	 optical channels

 	 Hybrid beamsplitter to overcome 		

	 parallax and improve resolution

 	 Customisable spectral response

SIR cameras are designed to 

withstand the harsh environment 

of the proofing ground and 

to provide high reliability and 

superior image quality.

Trajectory TrackerScientific CCD Camera

T-Cam

High Resolution Still Cameras

SIR3

 	 Upto 11 megapixels images

 	 Comprehensive triggering 		

	 controls

 	 Multiple flash triggers

 	 Up to 4008(H) x 2688(V) 12 bit 	

	 images

 	 Shuttering speed down to 1µs

 	 Comprehensive triggering 		

	 controls

 	 Ethernet control

	 Flight Follower system

	 Large lightweight SiC mirror

	 Sturdy 3-axis mount

	 Ultra High Precision controls

	 Multiple operation modes

	 Custom control and analysis  

	 software

SI-
IF300

Camera Triggers

SI-OT2 SI-AD500

Image Intensifier Systems

SIL2

Accessories > High Power Flashes

	 Detection of projectiles 

	  > 0.7mm diameter

	 Interchangeable objective lens to

	 ensure at least 1/20 obscuration

	 of the field of view.

	 Battery Operated (18-34V DC)

	 Environmentally protected from

	 dust and moisture.

 	 High gain & high resolution 		

	 image intensifier

 	 Up to 1,000,000 fps /  

	 shuttering down to 50ns

 	 Suitable for most type of high 	

	 speed video camera.

	 Plug-in flash lamp

	 Logic controlled switch mode

	 high voltage inverter—low

	 weight and fast recycle time

	 Comprehensive Safety Circuitry

	 Robust weatherproof design

	 Fully Tested to conform to

	 European EMC requirements

 	 Four independent Channels

 	 500J Flash head with  

	 2ms duration

 	 40s recycle time

 	 Standard trigger

 	 1360(H) x 1024(V) 12 bit images

 	 Dynamic resolution up to 50lp/mm

 	 Extensive synchronisation facilities with 

	 a built in 9 channel delay generator and 		

	 flexible triggering system

UK (Head Office / Factory)

Unit 32, Silk Mill Industrial Estate
Brook Street, Tring, Herts  
HP23 5EF England

Tel	 +44 (0) 1442 827728

Fax	 +44 (0) 1442 827830

USA

2243 Agate Court,  
Unit C, Simi Valley,
California 93065, USA 

Tel	 +1 (951) 693 2148

Germany

Hauptstr. 10,  
82275 Emmering  
Germany

Tel	 +49 8141 666 89 50

Fax	 +49 8141 666 89 33
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SIM RANGE NEW FEATURE - Multi-Spectral Imagery
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